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ID PC ULTRA SLIM - Intel® N150

Ultra-Slim « Fanless « Triple HDMI « Up to 60°C Operation

The ID PC ULTRA SLIM is a next-generation fanless mini PC
engineered for maximum reliability in an exceptionally compact 22
mm chassis. Powered by the Intel® N150 (4C/4T, up to 3.60 GHz),
it delivers fast, energy-efficient performance with a low 6W TDP,
ideal for demanding 24/7 environments.

Despite its ultra-thin profile, the device provides an impressive
range of connectivity, including three HDMI 2.0 ports with EDID
and CEC support, four USB 3.2 ports, USB-C, multiple COM ports,
and Dual RJ45 supporting 10/100/1000/2500 Mbps for
high-performance networking.

For extended connectivity, the ID PC ULTRA SLIM also supports an
optional Wi-Fi module and an optional 4G module via M.2 or
mini-PCle expansion.

Designed for industrial and commercial use, it maintains stable
operation at temperatures up to 60°C, making it ideal for digital
signage, kiosks, automation, industrial control, and remote
desktop infrastructures.

The system can be delivered with Windows 11 loT, ThinX OS, or
wWindows 11 Pro, depending on your deployment requirements.

intel

Its compact dimensions, 168 x 110.8 x 22 mm, allow easy
installation behind monitors or in tight spaces while still offering CELSerRON L
the connectivity of a full-size PC. Windows 11
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Intel® Processor N150 6M Cache, up to 3.60 GHz FRONT SIDE VIEW

1 Power button, power LED

: . : : : 2 USB 3.0 ports *4
wWindows 11 Pro - ThinX OS Linux - Support Windows 11 loT Enterprise 2024 LTSC

S5 USBTypeC

4  Audio Out /Mic In
128GB M.2 SATA Up to 512GB

8GB RAM DDR4 Up to 16 GB

1x Power button, power LED

4 x USB 3.0 port

1x TypE C

1 x microphone(3.5mm) ; 1 x headphone(3.5mm)

2 x RJ45 Gigabit LAN port REAR SIDE VIEW

Rear Panel 1x COM232/422/485(

5 x HDMI2.0 2 USB 3.0 ports
1x DC IN

Front Panel

5 COM232x2

HDMI - Up to 4096x2160@60H 4 RJ45x2

5 DC
Stereo Audio Output - 3,5 mm (1/8 inch) Audio-0Out Jack; 16-bit Stereo,

Microphone Input - 3,5 mm (1/8 inch),

Dual RJ45 :10:100:1000:2500
Option Wifi
Option 4G Module

Temperature range: Operating - 0°C to 60°C (32°F to 140°F)

Storage - 0°C to 60°C (32°F to 140°F)

Humidity: Operating - 20 to 80% non condensing; Storage - 10 to 90% non condensing Altitude: O
to 20,000 ft

168*110*22mm

600gr

Device input: 100~240VAC@50/60HZ
Device Output: 12VDC/2.5A external power adapter

Built-in Kensington security slot (cable sold separately) Visit our website at:

WWwWWw.chippc.com

Three-year hardware warranty
Optional extended Warranty for years 4 & 5.


http://www.chippc.com

